
特徴および利点 
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•  Code Affinity®
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• IP54

ATM  

高機能でパワフルな最先端技術を搭載、かつコンパクト  

68.2g 1.8m 55ºC
CR1100

2 Code

高度なデータ管理と優れた汎用性 
CR1100

CR1100

CR1100  



CR1100 1.17”  x 2.6”  x 2.2”   
(30 mm  x 68 mm  x 53 mm )

CR1100 55g (1.9 oz)

IP 54

-20°  55° C / - 4°  131° F

-30°  65° C / -22°  150° F

5%  95% 

1  
IATA 2 of 5, Interleaved 2 of 5, GS1 DataBar (RSS), Hong Kong 
2 of 5, Maxtrix 2 of 5, MSI Plessey, NEC 2 of 5, Pharmacode, 
Plessey, Straight 2 of 5, Telepen, Trioptic, UPC/EAN/JAN 

1  Codablock F, MicroPDF, PDF417, 

2
QR Code

2 GoCode® 

KIX
UK

UPU ID

JPEG PGM 

JavaScript  

CR1100 

(mm) (mm)

3 mil Code 39 (0.07mm) 3.3" (84 mm) 4.3" (109 mm)

7.5 mil Code 39 (0.19mm) 1.9” (47 mm) 7.0” (177 mm)

10.5 mil GS1 DataBar
(0.26mm)

0.6” (16 mm) 7.7” (196 mm)

13 mil UPC (0.33mm) 1.3” (33 mm) 11.3” (286 mm)

5 mil DM  (0.13mm) 1.9” (48 mm) 4.8” (121 mm)

6.3 mil DM (0.16mm) 1.4” (35 mm) 5.6” (142 mm)

10 mil DM (0.26mm) 0.6” (14 mm) 7.2” (182 mm)

20.8 mil DM (0.53mm) 1.0” (25 mm) 12.6” (319 mm)

10 AGC
= +/- 10%.

30° 20°
50° 33.5°

100 mm
115 mm

CMOS 1.2 
(1280 x 960) 

:  960 x 640
:  960 x 640

15% 以上 

 9,000ft- /96,890 lux

1.8

@ 5vdc (mA):  = 200 mA
 = 90 mA 以下

RS232, USB 2.0  HID HID  Com 
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